TABLE |. DEVICE PARAMETERS 1/

JPLPART # MFG. MFG PART # PACKAGE DETAIL ELECTRICAL RADIATION (TID)
ST12138- STYLE SCREENING CHARACTERISTICS & LEVEL RAD(S)
TESTS GROUP A TESTS
DO5806LR mse SM1942 SMD 2/ | MIL-S-19508/411 MIL-S-19500/471 100k 3/
(TABLED
NOTES:
1/ This drawing, in conjunction with 6$515581, imposes all requirements for procurement
of these devices.
2/ Device physical dimensions shall conform to MIL-S-19500, appendix F, figure 22,
outline numher D-9A.
3/ Sufficient radiation tolerance to this TID level is guaranteed by design for this device.
(See CS519581, Paraygraph 4.1.1).
4/ In addition to the requirements specified ahove, the initial lot of devices procured to this
specification shall he subjected to the following Groun € tests of MIL-S-19500/477:
Thermal shock [glass strain)
Hermetic seal (gross leak]
Shock
Vibration (variable frequency)
Steady-state operation life
In order to satisfy the Group C life test requirement, the Group B life test of Subgroun 4
(see 6S915581, paragraph 4.1.5) may he continued on test for an additional 1909 hours.
9. Final finish of terminations shall he hot solder dip in accordance with MIL-S-19580.
6. For shinment to JPL devices shall he packaged in tape and reel carriers, uniess otherwise
specified.
1. This standard takes precedence over documents referenced herein.
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